www.myactuator.cn www.myactuator.com

PN MYACTUATORT®

Profession - Reliable - Innovation

LA EEHE]"

B orE i

I Fﬁ:%%ﬁl Product Parameters

. e
.' .. BIEHL 2B Reducer Type - 1TEIF#EH), Planetary Reducer
i - IBRALIREL Gear Ratio - 11.41
Design for Bionic Robot A N # \SE Input Voltage v 60
F5UE Series Name > s . == Rated Power w 1500
RMD-X Series A ! &‘:‘T"“:—r ! #EH1%E Rated Torque N.m 130
B H1fEFR Motor Simplified Name X‘I 5_400 e T . 5
X1 5-40 0 e =] ) ] == b EAE B Rated Current A 23
.‘ l-. I&{EH%E Peak Torque N.m 380
5 2 IE{E 7 Peak Current A 65
'.. ‘.' EBAZE Efficiency % 83.
IR 4RE588 Input Encoder - 14 bit
@ «®° i 478588 Output Encoder - 14 bit
— BEHF KR Communication Method & Baudrate - CAN:1M
ih[E) f3 % Axial Payload N 6700
M ES Dual Encoder Zm %3 Radial Payload N 6700
HEHIEE Inertia Kg.cm? 175
#1= Actuator Full Name @418 Product Code #1j7/3EH 8 With Brake/Without Brake A Pole Pair ) )
RMD-X15-P12-400-C-N 1102110120130200 N (without brake) I8 Back Drive Torque e _
* LRG0 B IR BT 375 2 #l This motor support brake customization 5 8 Blacklash arc min 10
* I EB AL U0 55 7K o] 32 FF E #lIP54 This motor support IP54 customization N (without brake) g 3100
E= Weight
B (with brake) - /

*HUEHBENRGE: ENREERK24E (TEMBFARSR) T, EOEEER THTE, SHNHEEERAOESRG TARBEEFE. o
KB EIIERAZBHEAEREE.
* Rated torque test When the ambient temperature is 24 degrees Celsius (no other heat dissipation methods), the test is performed at
method: the rated speed. The motor torque reaches temperature balance under the condition of a temperature rise of 60
degrees Celsius, and the long-term working point is the rated torque value of the motor.
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