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Fﬁ:%%ﬁ Product Parameters
AR Item Name X4-24
BIEHL 2B Reducer Type - 1TEIF#EH), Planetary Reducer
RIEME L Gear Ratio - 36:1
= I N\ HBE Input Voltage v 48
ﬁ Yo M YACTUATOR
. ZEINE Rated Power W 150
RMD-X Series
#HELE Rated Torque N.m 9
i E & E Rated Speed RPM 100
X4-24 %7 E B Rated Current A 3.5
I&{EH%E Peak Torque N.m 24
I&{E 837 Peak Current A 10
BB X Efficiency % 75
I\ 451588 Input Encoder 14 bit
% 4R9 88 Output Encoder = 14 bit
BEH R KEIEE Communication Method & Baudrate - CAN:1M
a2 Axial Payload N 1900
W 4wt8 =S Dual Encoder 223 Radial Payload N 1900
N " . . BEIRE Inertia Kg.cm? 6.8
A5 Actuator Full Name B @455 Product Code i17/3E4 18 With Brake/Without Brake mi 2
R3TEL Pole Pair 14
RMD-X4-P36-24-C-N 1102120360140200 N (without brake) .
3K 1] Back Drive Torque N.m 0.87
* |tk BBAL AN S5 418 ©] 52435 £ 41 This motor support brake customization %P2 Blacklash arc min 15
* L EB AL AN SE B 7K B] 32335 B HIlIP54 This motor support IP54 customization N (without brake) . p—
E= Weight
B (with brake) /
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Rqﬁ% Installation Drawing * Rated torque test When the ambient temperature is 24 degrees Celsius (no other heat dissipation methods), the test is performed at
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method: the rated speed. The motor torque reaches temperature balance under the condition of a temperature rise of 60
degrees Celsius, and the long-term working point is the rated torque value of the motor.
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