
系列名 Series Name

曾用名 Previous Name

RMD-X V2

电机简称 Motor Simplified Name

RMD-X4 1:6 V3

X4-3

* 额定扭矩测试方法：在环境温度摄氏24度（无其他散热方式）下，在额定转速下进行测试，电机扭矩在温升60度条件下达到温度平衡、可
                                       长时间工作点为该电机额定扭矩值。

When the ambient temperature is 24 degrees Celsius (no other heat dissipation methods), the test is performed at 
the rated speed. The motor torque reaches temperature balance under the condition of a temperature rise of 60 
degrees Celsius, and the long-term working point is the rated torque value of the motor.

* Rated torque test 
   method: 

RMD-X4-P6-3-R-N   

RMD-X4-P6-3-C-N

型号 Actuator Full Name

1102010060230100 

1102010060130100 

货品编码 Product Code

单编码器 Single Encoder

N (without brake)

N (without brake)

抱闸/非抱闸 With Brake/Without Brake

* 此电机如需抱闸可支持定制 This motor support brake customization
* 此电机如需防水可支持定制IP54 This motor support IP54 customization
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T(N.m) N(r/min) Pout(W) U(V) I(A) Pin(W) Eff(%)

0.017 250 0.44 24.28 0.151 3.66 11.9

0.583 217 13.22 24.26 0.852 20.54 64.4

2.102 133 29.16 24.19 2.748 66.47 44.0

2.413 111 28.05 24.18 3.166 76.56 36.6

2.413 111 28.05 24.18 3.166 76.56 36.6

T(N.m) N(r/min) Pout(W) U(V) I(A) Pin(W) Eff(%)

0.017 250 0.44 24.28 0.151 3.66 11.9
0.018 249 0.46 24.28 0.152 3.70 12.5
0.021 249 0.56 24.28 0.157 3.80 14.6
0.027 248 0.71 24.28 0.165 4.00 17.6
0.036 247 0.92 24.28 0.179 4.36 20.8
0.052 245 1.32 24.28 0.203 4.94 25.9
0.078 244 1.99 24.28 0.238 5.79 33.3
0.116 242 2.93 24.28 0.286 6.94 41.1
0.165 240 4.12 24.28 0.347 8.34 48.4
0.226 236 5.56 24.27 0.416 10.14 54.1
0.298 232 7.22 24.27 0.501 12.34 58.0
0.382 228 9.10 24.27 0.604 14.76 61.3
0.478 223 11.12 24.26 0.720 17.44 63.6
0.583 217 13.22 24.26 0.852 20.54 64.4
0.698 211 15.39 24.25 0.997 23.98 64.2
0.820 206 17.58 24.25 1.150 27.59 63.8
0.948 199 19.68 24.24 1.308 31.36 62.9
1.081 192 21.64 24.24 1.474 35.29 61.5
1.217 185 23.46 24.23 1.638 39.24 59.9
1.355 177 25.06 24.22 1.795 43.21 58.1
1.493 169 26.40 24.22 1.958 47.37 55.9
1.631 162 27.49 24.21 2.135 51.70 53.4
1.768 153 28.32 24.20 2.314 56.02 50.7
1.903 145 28.85 24.20 2.488 60.21 48.1
2.037 137 29.12 24.19 2.661 64.39 45.4
2.166 129 29.09 24.19 2.833 68.54 42.6
2.291 120 28.67 24.18 3.001 72.57 39.6
2.413 111 28.05 24.18 3.166 76.56 36.6

FGHI :

不加载点(No_Load)

最高效率点(Max_Eff)

最大输出功率点 (Max_Pout)

最大转矩点(Max_Torque)

结束(The End)

项目(Project)

尺寸安装图 Installation Drawing

电机特征曲线  Motor Characteristic Curve

产品名称 Item Name
减速机类型 Reducer Type

减速机速比 Gear Ratio

输入电压 Input Voltage

额定功率 Rated Power

额定扭矩 Rated Torque

额定速度 Rated Speed

额定电流 Rated Current

峰值扭矩 Peak Torque

峰值电流 Peak Current

电机效率 Efficiency

输入端编码器 Input Encoder

输出端编码器 Output Encoder

通信方式及波特率 Communication Method & Baudrate

轴向负载 Axial  Payload

径向负载 Radial Payload

转动惯量 Inertia

极对数 Pole Pair

反驱力 Back Drive Torque

齿隙 Blacklash

重量 Weight
N (without brake)

B (with brake)

X4-3
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行星减速机 Planetary Reducer
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产品参数 Product Parameters

www.myactuator.cn www.myactuator.com

苏州脉塔智能科技有限公司 X-05/06Suzhou Micro Actuator Technology Co., Ltd.


