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EETE
F:'ﬁ':%%( Product Parameters
BIEHL 2B Reducer Type - 1TEIF#EH), Planetary Reducer
BIRALIEEL Gear Ratio - 12:1
HAEE Input Voltage Y 48
RMD-X Series 2 7] SEW = Rated Power W E—
FEH4E Rated Torque N.m 50
)(’I 2'1 50 EMERE Rated Speed RPM 100
X1 2-1 50 T : ENE B3I Rated Current A 15
\ I&{E4H%E Peak Torque N.m 150
~ IE{E 3% Peak Current A 45
EB L3R Efficiency % 78
B\ i 4715988 Input Encoder - 14 bit
% 4R59 88 Output Encoder = 14 bit
BEHF KR Communication Method & Baudrate - CAN:1M
@ fi 2 Axial Payload N 2600
W 4wt8 =S Dual Encoder Zm %3 Radial Payload N 2600
#2 Actuator Full Name S 438 Product Code jai@/4E418 With Brake/Without Brake %Eﬂl‘gi Ineme_‘ Kg.cm? 9
RMD-X12-P12-150-C-N 1102080120130200 N (without brake) z:;i( ;:::ekl:l’)arli:Ie Torque N._m 1%216
* L EB AL 40 S5 48 18 o] 3235 E il This motor support brake customization % Blacklash are min 10
* L EB AL AN SE B 7K B] 32335 B HIlIP54 This motor support IP54 customization N (without brake) . 1300
E= Weight
B (with brake) - /
*HUEHBENRGE: ENREERK24E (TEMBFARSR) T, EOEEER THTE, SHNHEEERAOESRG TARBEEFE. o
KB EIIERAZBHEAEREE.
Rﬂ';"‘i% Installation Drawing * Rated torque test When the ambient temperature is 24 degrees Celsius (no other heat dissipation methods), the test is performed at

method: the rated speed. The motor torque reaches temperature balance under the condition of a temperature rise of 60
degrees Celsius, and the long-term working point is the rated torque value of the motor.
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