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I F:ﬁ:%%ﬁ Product Parameters

FamZFR Item Name X6-7

Profession - Reliable - Innovation

IR 28 Reducer Type - 1TERIEH Planetary Reducer
RIZ S IIEHLIREL Gear Ratio . 6:1
avoxva ST HEE Input Voltage v 48
h:ﬁD%)I(D::jious Name M EEINX Rated Power w 150
RMD-X6 1:6 V2 i EH%E Rated Torque N.m 3.5
EHLE#R Motor Simplified Name X6_7 2R E Rated Speed RPM 400
X6—7 0 E Bt Rated Current A
I&{E3H%E Peak Torque N.m
&R Peak Current A
(§ A i_-i_l—i . B Efficiency % 70
IR 4RE988 Input Encoder - 16 bit
K488 Output Encoder - /
BIE75 = BRI = Communication Method & Baudrate - RS485:115500 500K/ 1M/2.5M
hE 523 Axial Payload N 775
451828 Single Encoder 12w i % Radial Payload N 1250
BS Actuator Full Name 52m%H8 Product Code {#113/3E38 18 With Brake/Without Brake 5'3737]"@‘% Inemé Kg.cm? 48
RMD-X6-P6-7-R-N 1102150060230100 N (without brake) z;{;i{ ;:Icekzar:/e _— N"m 01. ;‘8
RMD-X6-P6-7-C-N 1102150060130100 N (without brake) #08 Blacklash i 0
* Itk BB AL AN ZE 418 o] 32435 41 This motor support brake customization . N (without brake) o 350
* th BN ZE B 7K B] 3245 E #IIP54 This motor support IP54 customization EE Weight B (with brake) ] )

*EEHENREGE: ERREERK4E (TEHMEALR) T, EHEERET
K18 LA RU9Z B EHIEE,

When the ambient temperature is 24 degrees Celsius (no other heat dissipation methods), the test is performed at

BTN, SBHHEERAOESRG TARBEFE. o

L = . .
I R~ %% E installation Drawing * Rated torque test

method: the rated speed. The motor torque reaches temperature balance under the condition of a temperature rise of 60
degrees Celsius, and the long-term working point is the rated torque value of the motor.
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Pin(W)  U(V) I(A) Pout(W) N(r/min)  Eff(%) T(N.m) N(r/min)  Pout(W) u(v) I1(A) Pin(W)  Eff(%)

5500 550 120 5500 800 100 0.028 670 1.96 4813 0578 27.82 70

2950 495 108 2950 720 %0 0.059 670 415 48.13 0.632 30.41 12,0

¥ & g X — U 0.102 670 713 4813 0.704 33.90 18.0
S| © S © 4400 44.0 96 4400 640 80 0.165 669 11.53 4812 0.810 38.96 252
3850 385 8.4 N— i 385.0 560 70 0.254 668 17.70 48.12 0.955 45.95 33.5

0.372 665 25.79 48.11 1.143 54.98 419

3300 330 /2 Pin 8300 480 60 0.519 662 3571 48.10 1.373 6603 498

2750 275 6.0 2750 400 50 0.692 657 47.27 48.09 1.642 78.96 56.5

/ 0.890 651 60.14 48.08 1.947 93.60 61.8

2200 220 a8 / 2200 320 40 1.109 643 73.99 48.07 2.281 109.66 65.8

1650 165 36 1650 240 30 1.348 634 88.48 48.06 2,640 12685 687

. / Polt 1.604 622 103.32 48.04 3.016 144.91 707

6xM3V 5 neo 110 M/ Too 160 20 1.876 609 118.29 48.03 3.409 163.71 719
PCD ®20 550 55 1.2 55.0 80 10 2164 505 133.27 48.01 3.816 183.21 726
T(N.m) 2.468 580 148.16 48.00 4.241 20354 728

0 1.40 2.80 420 5.60 7.00 2786 564 162.94 47.98 4.686 224.84 726

3118 549 177.55 47.96 5156 247.28 720

TiE (Project) T(N.m) | N(r/min) | Pout(W) | U(V) I(A) | Pin(W) | Eff(%) 3.461 534 191.92 47.94 5.651 270.94 712

M3 (No_Load) 0028 | 670 196 | 4813 | 0578 | 2782 | 7.0 3814 520 205.94 47.92 6172 29580 700

4174 506 219.50 47.90 6.719 321.87 68.6

B A (Max_Eff) 2468 | 580 | 14816 | 48.00 | 4241 | 203.54 | 728 1541 403 23054 4788 204 34905 670

RAHH RS (Max_Pout) 6.076 441 280.59 | 47.79 | 9.907 | 473.47 | 593 4.916 479 245.06 47.86 7.901 378.14 65.3

= 5.297 466 257.15 47.84 8.543 408.66 63.4

RAHHE A (Max_Torque) 6.076 441 280.59 | 47.79 | 9.907 | 473.47 | 59.3 5635 450 268,04 1781 0216 14063 613

#:5% (The End) 6.076 | 441 | 28059 | 47.79 | 9.907 | 47347 | 593 6.076 441 280.59 47.79 9.907 47347 593
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