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EPS-RH-25-100-C-B
-
® . EPS-RH-25-50-C-B
g l.;l{ﬂ P 16xP4.5V13.5 4-M4

51.8 12 3.5

%% Series Name
EPS-RH

EBHLEFR Motor Simplified Name

RH-25
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I F T ﬁ#{ Product Parameters
E 4525 Off Axis Encoder o2
B S Actuator Full Name #5455 Product Code 1@ /3EH 18 With Brake/Without Brake FEREHR Item Name RH-25
ESP-RH-25-100-C-B 1103041000121100 B (with brake) BIEHLZER! Reducer type - &R RLE M Harmonic reducer
ESP-RH-25-100-C-N 1103041000021100 N (without brake) R EL Gear Ratio = 1:50 1:100
ESP-RH-25-50-C-B 1103040500121100 B (with brake) |&{E1H%E Peak Torque(start& stop) N.m 98 157
ESP-RH-25-50-C-N 1103040500021100 N (without brake) ZNEE Rated Torque N.m 55 108
& %% Peak Speed RPM 45 30
FEE Rated Speed RPM 40 25
I&{E 7 Peak current A 14.0 14.0
5 E iR Rated current A 6.8 6.8
EME B E Rated voltage v 48 48
EMEINZH Motor Rated Power W 400 400
5 . . 2 EEPE line to line resistance ohms@20 C 0.23 0.23
I Rﬂ'fﬁ@ Installation Drawing s @
#8888 line to line inductance mH 0.30 0.30
RIE B 1% Back EMF Vrms/KRPM 9.80 9.80
EE?'E:'%?"ISSOCEC'\'IN B ES Single Direction Accuracy Arc Sec Arc Sec 40 30
Al BE S E{UFE Repetitive Positioning Accuracy Arc Sec 15 10
ama #RtE 28 A! Encoder Type Rev ABS-17bit ABS-17bit
8x @ a5 xmems 16xP4.5713.5 N (without brake mm 26 26
* 363 12 35 thZ= 4 E 2 Hollow Shaft Diameter ( )
B (with brake) mm 24 24
N (without brake) Kg.m? 0.17 0.35
IR= Inertia
. B (with brake) Kg.m? 0.21 0.44
EE .- ) N (without brake) g 2300 2300
ki 9 | | plll EE &= Weigth
S 9 B (with brake) g 2820 2820
s & S
) : 5 BH7K 4R IP Protection ZEE# Need customization IP65 IP65
*RERENRESE: ARSREERME (ERIEMAGR) T, EREHEHTNE, SIBEERA0ERH TRIRETE, I
- KO A TIE R A Z B AUEHEE.
HEsmD 82 k) * Rated torque test When the ambient temperature is 24 degrees Celsius (no other heat dissipation methods), the test is performed at
method: the rated speed. The motor torque reaches temperature balance under the condition of a temperature rise of 60
degrees Celsius, and the long-term working point is the rated torque value of the motor.
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